












































EXHAUST SYSTEM INSTALLATION

Sea water Intrusion Through The Intake Seacock

Another means of water intrusion is though the sea water
intake seacock. This can occur when any part of the sea
water system or exhaust system are below the worst case
water level (other than the seacock itself which is already
below the water level, of course). What happens is that, upon
engine shutdown, sea water siphons from the intake seacock,
up through the sea water cooling circuit containing the sea
water pump, heat exchanger, and water injected exhaust
elbow, into the water lift muffler. This seawater will siphon
past the impeller of the sea water pump and fill the muffler
and all hoses attached to-the muffler until the outside water
level is reached. If the engine exhaust manifold is below the
worst-case water level, seawater will simply pour into the
cylinders, destroying the engine.

This form of water intrusion is avoided by the proper
installation of an anti siphon valve in the sea water circuit
between the sea water pump outlet and the water injected
exhaust elbow inlet. Refer again to the generic drawing of a
below water line engine/generator installation utilizing a
water lift muffler.
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K is the difference between the highest underside of the boat
deck near the engine/generator and the anti siphon valve. K
should be minimized. There is every reason to attach the anti
siphon valve directly to the underside of the deck. There is
no reason to fail to take full advantage of this maximum
available height because it forms the only barrier to water

~ intrusion by siphonirrg. The anti siphon valve must be well
above the worst case water level under all conceivable condi-
tions of boat trim, boat operation, sea conditions, and heel
angle. The anti-siphon break and the exhaust hose point
should be located as near to the boats centerline as possible;
especially on sailboats due to large and steady healing. The
siphon must be accessible for maintenance,
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Generator-Not in Operation Water Intrusion

Boat operators may be accustomed to seeing a propulsion
engine exhaust outlet dip beneath the water frequently when
underway and think this is acceptable for a generator exhaust
outlet as well. Not so! When the boat is underway, exhaust
pressure keeps water out of the propulsion engine exhaust.
But when the generator is not running, there is no exhaust
pressure to keep water out of its exhaust outlét. The exhaust
outlet of engines which may not be operating when the
vessel is underway — sailboat engines and generators — must
be well above the worst case water level,

Cumulative Process

Water intrusion between operations of the engine is a
cumulative process. If just a little bit of water spills over the
high point, but it happens many times, it will fill the muffler
and endanger the engine. This could easily be the case for a
power boat not using its generator or for a sailboat not using
its engine. If you suspect that water is intruding, run the
engine frequently until the suspected problem is confirmed
and fixed.

NOTE: Running the engine or genset will normally preclude
water intrusion as the exhaust flow under pressure prevents
water from entering the exhaust outlet.

Cranking the Starter: Draining the Muffler

Prolonged cranking of the starter may cause excessive sea
water to build up between the engine and the high point.
Each time cranking is interrupted additional water may spill
back into the muffler. In time this cumulative spill back can
flood the engine. Unusual cranking and/or cranking
interruptions must be monitored and the muffler drained
before excessive water buildup occurs. This may be made
more convenient by installing a suitable, non-corrosive valve
at the muffler drain fitting.

Check Valves

Various types of check valves are available and suitable for

exhaust runs. Examples are in-line check valves offered by

some exhaust component manufacturers and flapper valves
~-on exhaust outlets. None of these may be considered as an

____—— alternative to a good installation. They can leak, they can

foul, and they can open intermittently. Think of them as an
emergency means to keep out that rogue wave or extreme
following sea. Never rely on them to stay closed for more
than a second or two.

Exhaust Back Pressure

After the installation is operational, exhaust back pressure

. must be measured at the outlet of the water injected exhaust

elbow. Measure with an appropriate gauge or manoreter.
Operate a propulsion engine underway at cruising RPM.
Operate a generator at rated load. As the engine/genset
operates it continuously pushes the exhaust gases and raw
water thru the exhaust system, up hill and overboard thru the

.exhaust outlet. This causes significant back pressure.

Excessive back pressure reduces engine power, higher
temperatures and cab reduce the life of the engine.

{ ;lWESTERBEIG
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EXHAUST SYSTEM INSTALLATION

Water Separators Exhailst Systems

Water separaters are the latest innovation in exhaust systems.
The separater uses gravity and centrifugal force to separate
the cooling water from the exhaust gas and then discharges
then separately under the vessels hull. This makes for a quiet
and efficient system that reduces back pressure and prevents
sea water intrusion by wave action.

WATER SEPARATOR
EXHAUST SYSTEM .
(TYPICAL) ...s. ~
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gas discharged from the top.

5 -

Em DRY COOL
= m \ = SILENCED
A ) wmm, oS

2 cooLiNg EXH

3 BELOW .

2 WATER . GAS WATERLINE
Installation

The separator must be securely mounted as high as possible
“(point A in the previous diagrams) above the water lift
‘muffler and well above the vessels waterline in all attitudes
of opetation.

The discharge (drairi) hose for the separated cooling water
must go directly and vertically down from the separator to a
thru hull fitting on the hull below the waterline. This
provides a very quiet exhaust.

The discharge (drain) hose for the exhaust gas must also go
directly and verticdlly down to a thru hull fitting under the
hull just above the watetline. This gas discharge hose will
still contain some water, to prevent this water from becoming
trapped and impeding the flow of gases, make certain the
hose leads down hill without any loops or dips.

Water separators are manufactured by:

Halyard Limited Centek Industries, Inc.
Whadden Business Park 116 Plantation Oak Drive
Southhampton Road P.O. Box 3028

Whadden, Salisbury SP5-3HF Thomasville, GA 31799-3028
United Kingdom www.centekindustries.com
www.halyard.eu.com

Dry Stack Exhaust Systems

Commonly seen on commercial fishing boats, dry stack
exhausts can also be used on trawler style pleasure boats. A
dry stack exhaust directs the exhaust gas straight from the
generator or erigine without obstructions. A dry stack exhaust
becomes very hot when the engine is operating and should
not be close to any combustible materials (wood, fiberglass,
etc.) unless it is properly shielded or insulated.

Make certain the exhaust and muffler are of sufficient
diameter to clear the exhaust gasses and prevent excessive
back pressure. Provisions must also be made for discharging
the raw cooling water.

After final assembly, test run the generator and check all
connections and elbows for exhaust leaks. A back-pressure
test should also be performed at this time. Back pressure
should not exceed 1.5 ps1 (0.11 kg/cm’)

Regulatlons require that the exhaust muffler be constructed
of aluminized steel or other corrosion resistant material and
be of welded or crimped construction. An approved spark
arrestor must be installed with the muffler in gasoline
installations.

NOTE: Liability for damage or injury and warranty expenses
becomes the responsibility of the person installing an exhaust
system. Contact WESTERBEKE or your WESTERBEKE
dealer regarding any exhaust system problems.
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Dewatered Vertical Exhaust Systems

A typical houseboat installation is set out in
ABYC P-1, Figure 6c.

VERTICAL
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ILLUSTRATION COURTESY OF ABYC.

According to NIOSH, their research indicates that
the dewatered vertical stack, when properly
designed and installed, may be a viable, low-cost
engineering control that will dramatically improve
the safety of houseboat users. For more
information, visit: http://www. cde/gov/NIOSH/.
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EXHAUST SYSTEM INSTALLATION

Exhaust Back Pressure (cont.)

Back pressure should not exceed 1.5 psi or 41” WC.
Excessive back pressure can be reduced by increasing E,
increasing the size of the water lift muffler, reducing J, and
reducing G. However A, G, and B should not be compromised
to relieve back pressure.

Back pressure should not exceed the following
specifications: ‘

3 inches of mercury

41 inches of water in the water column
.5 psi (0.1 kg/em?)

MEASURING EXHAUST
BACK PRESSURE

Exhaust Hose

With a water lift exhaust sytem marine grade
CORRUGATED exhaust hose can be used for the water
cooled section of the exhaust because of the ease of
installation and flexibility. Use a continuous length of hose

- between the engine connection and the inlet to the muffler

and from the outlet of the muffler to the outlet on the hull.
Provide adequate support for the rubber hose, to prevent
sagging, bending, and formation of water pockets. Always
use corrosion resistant carriers and hangers.

For dry or custom pipe exhaust systems, use a flexible
section, preferably of stainless steel, no less than 12" (30 cm)
overall, threaded at each end and installed as close to the
engine as possible. This flexible section should be installed
with no bends and covered with insulating material. The
exhaust line should be properly supported by brackets to
eliminate any strain on the manifold flange studs.

A\ WARNING: Do not install rubber hose with sharp
bends as this will reduce efficiency. Do not use rubber
hose on dry type exhaust applications. Doing so may
cause hose failure and leakage of deadly exhaust gas.

Make sure that the water discharge into the rubber hose
section is behind a riser elbow or sufficiently below the
exhaust flange so that water cannot possibly flow back into
the engine. Also, in custom systems, make sure that entering
raw water cannot spray directly against the inside of the
exhaust piping. Otherwise excessive erosion will occur.

Dry components of the exhaust system between the exhaust
manifold and the water injected exhaust elbow must be
properly insulated to hold in the heat, prior to the cooling
water being injected.

SOME WESTERBEKE ELBOWS
ARE PRE-DRILLED, TAPPED,

AND PLUGGED FOR BACK PRESSURE

" MEASURING

RAW: WATER
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EXHAUST SYSTEM FOR VESSELS HAVING
A SCOOP-TYPE RAW WATER INTAKE

Sea Trial (Generator not operating)

A sea trial must be conducted to confirm that no water intru-
sion takes place, either thru the exhaust outlet on the hull or
in the sea water intake thru-hull opening. Remove impeller
from the sea water pump. Disconnect the exhaust hose at the
muffler outlet and place it in an empty bucket (bucket #1).
Disconnect the sea water hose at the muffler inlet and place it
into a second empty bucket (bucker #2)

Select the worst sea conditions available. Operate the boat as
aggressively as possible, putting it through as large a variety
of operating situations as you would ever encounter. Operate
the boat in this way for as long as possible.

Periodically verify that no water enters either bucket. Any
water in bucket #1 is water intrusion via the exhaust outlet.
Any water in bucket #2 is water intrusion via the sea water
intake thru-hull opening. Either instance of water intrusion
shows that the installation is not adequate, since you will
someday experience conditions worse than the sea trial.

[;lWEST ERBEKE
Engines & Generators
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Where generators are installed in very high speed vessels
(50-60 knots), it has been necessary to use a scoop-type raw
water intake to insure an adequate supply of cooling water to
the generator. Generally, this is not recommended, but if it
needs to be done, the generator must be mounted high
enough so that the exhaust piping has a continuous
downward pitch from the muffler to the exhaust outlet in the
hull. The pitch should be adequate so that the muffler will
continuously drain and no water can back-up into the engine

(see illustration).



EXHAUST SYSTEM

EXHAUST ELBOW INSTALLATION

Exhaust elbows are standard on generators, optional on
engines. For installation on your engine/generator, we offer Byl
45° 70° and 90° exhaust elbows and a exhaust riser.

NOTE: Fabricated exhaust elbows or risers attached to the
exhaust manifold shall not exceed 8 Ibs. when unsupported.

1. Coat only one side of the exhaust gasket with High Tack
(manufactured by Permatex Company, -Brooklyn, N.Y.)
adhesive sealant. Place this coated surface against the
exhaust manifold’s exhaust port flange (the gasket should
stick to the flange without falling off).

EXHAUST GASKET
2. Place the clamp over the elbow’s flange. Place your EXHAUST cLAMP 457 ELBOW
exhaust elbow against the exhaust manifold’s flange so EXHAUST MANIFOLD FLANGE
the exhaust manifold’s flange rests snug against the
exhaust elbow’s flange with the gasket centered between
the two. Now slip the exhaust clamp over both flanges.

3. Tighten the clamp just enough so the exhaust elbow can
remain attached to the manifold and still be rotated. The
exhaust elbow discharge must be directed downward so
the mixture of raw water and exhaust gases will flow/fall
downward into the exhaust muffler which must be
positioned below the exhaust elbow. There should be no
loops or rises in the exhaust hose connected between the
exhaust elbow and the muffler, as these would trap water
and possibly allow water to flow back into the engine
during starting or at shut-down.

4. Adjust the elbow by rotating it until the desired alignment
with the exhaust piping is acquired.

5. Carefully tighten the clamp between 8 to 10 1b-ft
(1.1-1.4 kg-m.

EXHAUST GASKET

EXHAUST CLAMP . 90° ELBOW

"EXHAUST MANIFOLD FLANGE

A\ CAUTION: 10 -1t (1.4 kg-m) Torque Limit:
approach the 10 Ib-ft (1.4 kg-m) torque limit with
caution. The clamp’s threads will break if more than 10
Ib-ft (1.4 kg-m) is applied to the clamp.

EXHAUST
GASKET

6. When the engine is started for the first time with the new
elbow, check this exhaust manifold/elbpw connection for
leaks. If a leak exists, correct it immediately.

EXHAUST
MANIFOLD
FLANGE

EXHAUST
CLAMP

70° ELBOW

( QWESTERBEIE
Engines & Generators
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EXHAUST SYSTEM

EXHAUST SYSTEM PRECAUTIONS

Carbon Monoxide

The best protection against carbon monoxide poisoning is a
daily inspection of the complete exhaust system. Check for
leaks around manifolds, gaskets, and welds. Make sure
exhaust lines are not heating surrounding areas excessively.
If excessive heat is present, correct the situation immediately.
If you notice a change in the sound or appearance of the
exhaust system, shut down the unit immediately and have the
system inspected and repaired at once by a qualified
mechanic ’

A WARNING: Carbon Monoxide Gas is Deadly!
Carbon monoxide is a dangerous gas that can cause
unconsciousness and is potentially lethal. Some of the
symptoms or signs of carhon monoxide inhalation or poi-
soning are:

¢ Dizziness e Throbhing in Temples

o Nausea © Muscular Twitching

e Headache e Vomiting

o Weakness and e Inability to Think
Sleepiness Coherently

11 you experience any of the above symptoms, 'get out
into fresh air immediately.

There may be circumstances under which the accumulation
of carbon monoxide is unavoidable, and the use of the
appropriate warning label(s) may be warranted.

A carbon monoxide warning decal has been provided by
Westerbeke. Display this decal near your engine or generator,
on your cabin bulkhead, orin some other prominate location.

NOTE: It is extremely important that a carbon monoxide

détector be installed in your boat’s living quarters. Make
sure it is manufactured for the marine industry. They are
inexpensive and easily available at your marine supplier.

Raw Water Erosion

When the engine’s raw water is fed into an exhaust system so
that the full stream of this water strikes a surface, erosion
takes place. This erosion may cause premature failures. The
proper design of either a water-jacketed or water-injected
“wet” exhaust system to prevent this problem requires that
the raw water inlet be positioned so that the entering stream
of raw water does not directly strike a surface. In addition,
the velocity of the entering raw water stream should be as
low as possible, which can be achieved by having inlet
fittings as big in diameter as possible.

Excessive Weight

Make sure there are no unnecessary objects suspended from
any portion of the exhaust lines. Exhaust risers installed off
the exhaust manifold should not exceed 8 Ibs in total weight
when rigidly constructed. Excessive weight could cause
deflection or distortion of the manifold resulting in damage
and/or internal leaks.

Insulation

Inspect insulated portions of the exhaust system to ensure
there is no deterioration of the insulation.

Overcranking

Prolonged cranking intervals without the engine starting can
result in filling the engine-mounted exhaust system with raw
water coolant. This may happen because the raw water pump
is pumping raw water through the raw water cooling system
during cranking. This raw water can enter the engine’s
cylinders by the way of the exhaust manifold once the
exhaust system fills. To prevent this from happening, close
the raw water supply through-hull petcock, drain the exhaust
muffler, and correct the cause for the excessive engine
cranking needed to obtain a start. Once the engine starts,
immediately open the through-hull petcock. Engine damage
resulting form this type of raw water entry is not a
warrantable issue.

NOTE: The ABYC standards and this manual are limited in
that they cannot cover all conceivable variables. The reader
is cautioned not to rely exclusively on this manual to prevent
the accumulation of carbon monoxide. See ABYC TH-23,
Design, Construction and Testing of Boats in consideration
of Carbon Monoxide.

{ ;; WESTERBEKE
Engines & Generators
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CONTROL PANELS

DC ELECTRICAL CONNECTIONS

WESTERBEKE engines and generators are supplied
pre-wired and with plug-in connectors. Never make or break
connections while the engine is running. Carefully follow all
instructions on the wiring diagram supplied, especially those
relating to fuse/circuit breaker requirements. Wiring diagrams
are included in your Operators Manual.

NOTE: WESTERBEKE manufactures marine engines and
generators using components that meet very rigid safety
standards. If a component on the engine or generator is
replaced with one that is non-compliant, then the safety of
the boat is jeopardized. Make certain that any engine
component you replace is a genuine WESTERBEKE
replacement part.

CONTROL PANELS FOR PROPULSION ENGINES

Two optional manually-operated control panels for
propulsion engines are available from WESTERBEKE.
These are the ADMIRAL CONTROL PANEL and the
CAPTAIN CONTROL PANE]. Both panels come with 15 ft.
(4.6 m) of connecting harness. The features of these two
panels are described in detail at the end of this section.

DIESEL GENERATOR INSTRUMENT PANELS(ANALOG)

All WESTERBEKE diesel generators come with a standard
engine instrument panel (see illustration). With the exception
of the 6.5/7.6 BTD, they are mounted in a panel box attached
to the AC alternator. The panel faces the service side of the
generator and can be rotated to suit particular installations.

0IL PRESSURE: ENGINE LUBRICATION
" OIL PRESSURE — THE NEEDLE WILL
FLUCTUATE DEPENDING ON LOAD.

EMERGENCY
STOP SWITCH

WATER TEMPERATURE GAUGE: ENGINE
COOLANT TEMPERATURE SHOULD INDICATE
175° TO 195°F (80° TO 91°C).

PREHEAT
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ST“JRT

ZUN

STOP
&
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GENERATOR

TEHBEIE

DC VOLTMETER: INDICATES THE AMOUNT THE  HOURMETER: REGISTERS ELAPSED TIME, AND

BATTERY IS BEING CHARGED. SHOULD SHOW  SHOULD BE USED AS A GUIDE FOR THE
MAINTENANCE SCHEDULE.

DIESEL GENERATOR STANDARD INSTRUMENT PANEL

13V T0 14V.

The panel can also be remote mounted by using optional
plug-in extension harnesses which are available in 15 ft.
(4.6 m) increments. A maximum of two harnesses, 30 ft
(9.2 m) can be connected. For longer distances, hard wiring
can be used as shown in the Operators Manual. An optional
cover plate is available to cover the face of the panel box
when the instrument panel is remote mounted. An optional
plate with pre-heat and start and stop switches is also
available for mounting in place of the instrument panel for
operation at the unit.

The 6.5/7.6 BTD comes standard with an instrument panel
for remote mounting (see illustration) and one 15 ft (4.6 m)
extension harness. Pre-heat and start and stop switches are

provided on the unit.

GENERATOR

A A
N @0
RELEASE

STARTER STOP
PREHEAT

MUST - =
rrREss - (#E)
15T &

START
‘.@ PRESS

2ND

- WESTERBEKE

REMOTE START/STOP PANEL
Two instrument panels can be installed using the optional
dual gauge sender kit. This second panel must be hard-wired
by the installer

OPTIONAL INSTRUMENT PANEL
(GASOLINE GENERATORS)(ANALOG MODELS)

An optional instrument panel is availablefor some 4 cylinder
models with an engine oil pressure gauge, water temperature
gauge, engine mounted alternator voltage gauge, engine
operating hourmeter and control switches. This panel must be
wired into the terminal strip in the main control panel on the
engine/generator and must be mounted in a remote location
where the instruments can be monitored and the switches
activated.

NOTE: This panel must not be located in an engine or
generator compartment because it is not ignition protected,
and has not been Coast Guard approved.

OPTIONAL REMOTE START/STOP PANEL
(DIESEL AND GASOLINE GENERATORS)(ANALOG)

An optional remote Start/Stop panel is available containing
three switches and a run indicator light (green). This panel
must be wired into the terminal strip in the main control
panel on the engine/generator and must be mounted in a
remote location such as the vessel’s wheelhouse.

NOTE: This panel must not be located in an engine or
generator compartment because it is not ignition protected,
and has not been Coast Guard approved.

{ ;l WESTERBEKE
Engines & Generators
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ELECTRICAL SYSTEM

CONTROL WIRING

For control wiring, see the DC WIRE SIZING page in this
manual.

NOTE: All wiring should be tied down with clamps or plastic
ties, and spaced at intervals close enough to prevent chafing
from vibration. Check to make sure all the harness connec-
tions are tight and that they are made to the appropriate
terminals. '

A\ CAUTION: The electrical code will not allow DG
wiring to be routed together with AC wiring.

Refer to the wiresize chart (DC) in this manual when
selecting the wire size to be used between the engine control
panel and remote start/stop panel. Use color codes to comply
with ABYC Standards. See your WESTERBEKE Operators
Manual for the remote panel wiring schematic.

NOTE: Generator AC load connections, shore power
connections, voltage adjustments and all the necessary
wiring diagrams are included in your WESTERBEKE
Operators Manual.

AC WIRING (GENERATORS)

Various AC output voltages and frequencies are available for
your generator. For these specifications, and for information
about AC wiring connections and adjustments, refer to your
Operators Manual.

The generator’s data plate gives the voltage, current and fre-
quency rating of the generator. A diagram of the various AC
voltage connections is provided on the AC wiring decal that
is affixed to the inside of the louvered cover at the generator
end of the unit.

Recommended publications concerning electrical installation
standards and safety codes are listed in the SAFETY
INSTRUCTIONS section of this manual. Make sure that all
electrical connections, tests and adjustments are performed
sby a qualified electrician.

BATTERIES

Starter batteries should be located as close to the engine or
generator as possible to avoid voltage drop through long
leads. Install a battery disconnect switch in the B+ cable so
the battery can be disconnected when the engine/generator is
serviced. It is bad practice to use the starter batteries for other
services unless they require low amperage or are intermittent.
In cases where there are substantial loads (from lights,
refrigerators, radios, depth sounders, etc.) it is essential to
have a complete, separate system and to provide charging
current for this by means of a second alternator, dual output
alternator or alternator output splitter. The output splitter is a
standard marine accessory. It comes with complete
instructions on how it can be integrated with an electrical
system. ‘

Starter batteries must be of a type which permits a high rate
of discharge.

See your Operators Manual specifications for cold cranking
ampere hours requirements. Most marine batteries on the
market today have large cranking capacities. The battery
compartment must be well ventilated to prevent -
accumulation of explosive battery gases.

Mount the battery in an acid-resistant tray on a platform
above the floor. It must be secured to prevent shifting. If
mounted in an engine compartment, always install a
non-metallic cover to prevent battery damage and arcing
from accidentally dropped tools. Be sure the battery
connections are clean and tight, then cover the battery
terminals with a dielectric grease to retard corrosion.

"U.S. Coast Guard regulations and Marine Insurance

Companies require that the ship’s batteries have a fixed cover
or holdown straps to keep the batteries in place should a
rollover occur.

Carefully follow the recommended wire sizes shown
in WESTERBEKE’S wiring diagrams for the battery
connections:

Refer to the ABYC manual on Standards Section E-11 when
selecting battery cable sizes with regards to amperage

(engine cold cranking amperage draw) as well as (amperage
rating of high output DC alternators). The positive (red) and
negative (black) battery cable MUST be of the same AWG
size. The negative battery cable should be connected at the
engine as close to the starter motor as possible.

A WARNING: Do not connect the starting battery
until installation is complete. Accidental starting of the
engine or generator could cause serious personal injury.

GROUNDING

Generators and propulsion engines must be grounded in
accordance with USCG regulation 33CFR183.415. The
regulation requires that a common ground conductor be
connected between the generator and the vessel’s main
propulsion engine’s grounded cranking motor circuit.

The engine or generator must be bonded to the vessel’s
common bonding conductor with a bonding strap. If a
metallic fuel line is installed between the fuel tank and the
engine/generator shutoff valve, it too must be bonded to the
same vessel common conductor.

This conductor prevents accidental passage of cranking
current through the fuel systems and smaller electrical
conductors common to engines and generators. This can
happen if a cranking motor ground circuit becomes resistive
or opens from corrosion, vibration, a bad cable, etc.

WESTERBEKE
: ‘Engines & Generators
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DIGITAL CONTROL PANEL - D-NET |
(DIESEL MODELS ONLY)

DESCRIPTION

WESTERBEKE’S Digital Control Panel provides the
operator with an LCD display that continously monitors all
the operations of the generators in easy to understand text
messages.

INDICATOR LIGHTS
SIX LIGHTS THAT INDICATE 3

WHERE A FAULT HAS OCCURED. at

| Dl

' . ng‘;‘;ﬁwre

@ pattery Y0'"*

r
,"evam
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ot PressU"®

* LCD DISPLAY

STOP BUTTON

LCD DISPLAY

Operating temperatures may cause the LCD display to vary
in color. This is normal and a change in color will not affect
the operation on the control panel.

Periodically clean the control panel LCD screen using a soft
cloth.

. UP AND DOWN ARROWS
WHEN THE LCD DISPLAY IS
IN ITS SCROLL MODE, THE

-UP AND DOWN ARROWS CAN
-BE USED TO ADJUST THE
DARK AND LIGHT CONTRAST

UP-ARROW

WHEN IN SCROLL LOCK MODE
INDIVIDUAL FUNCTIONS CAN
BE MONITORED BY PRESSING
THE UP-ARROW.

SCROLL LOCK

STOPS RUN SEQUENCE SO: .
THAT A SINGLE FUNCTION CAN.
BE MONITORED

DOWN-ARROW

- WHEN IN SCROLL LOCK MODE
INDIVIDUAL FUNGTIONS CAN

" BE MONITORED BY PRESSING

START BUTTON - OFS THE ENGINE THE DOWN-ARROW.

STARTS THE ENGINE :
FAILURE LIGHT PRIME BUTTON
A RED LIGHT WILL APPEAR IF THIS BUTTON ENERGIZES THE FUEL
THE RUN SEQUENCE IS PUMP AFTER REPAIRING A FAILURE
INTERUPTED BY A FAILURE. * OR PERFORMING MAINTENANCE,

PRESSING THIS BUTTON WILL PURGE
AIR OUT AND BRING FUEL IN TO THE
LINES. :

LOW CO MODELS (TYPICAL)

HOUR METER CONTROL PANEL FUSE

8 AMP

LED FAULT
| INDIGATOR LIGHTS

DC CIRCUIT BREAKER
TURN OFF WHEN
.PERFORMING
MAINTENANCE TO
PREVENT AGCIDENTAL
STARTING

START SWITCH

ENGINE STOP/START
SWATCH WITH GREEN LED
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GENERATOR CONTROL BOX

The start/stop rocker switch is the only functional component
on the generator control panel used to start and stop the
generator.

The start/stop rocker switch is a three position switch with
momentary contacts in the (START) and (STOP) position
and a stationary contact in the center (NORMAL). This
position allows the generator to run once started and also
enables the remote start/stop panel(s) to control the start/stop
functions of the generator.

The (START) position starts the generator and once released
reverts to the center position. The (STOP) position stops the
engine in normal operation as well as in an emergency
situation. This position is also used to prime the fuel system
when necessary.

Consult the specific models Operators Manual for
additional information as well as the remote start/stop panel
information.

{ QWESTEHBEKE
Engines & Generators



ADMIRAL GONTROL PANEL

DESCRIPTION

This manually-operated control panel is equipped with a
KEY switch and RPM gauge with an ELAPSED TIME
meter which measures the engine’s running time in hours and
in 1710 hours. The panel also includes a WATER TEMPER-
ATURE gauge which indicates water temperature in degrees
Fahrenheit, an OIL PRESSURE gauge which measures the
engine’s oil pressure in pounds per square inch, and a DC
control circuit VOLTAGE gauge which measures the sys-
tem’s voltage. All gauges are illuminated when the key -
switch is turned on and remain illuminated while the engine
is in operation. The panel also contains two rubber-booted
pushbuttons, one for PREHEAT and one for START.

WATER TEMPERATURE GAUGE: THIS GAUGE IS
GRADUATED IN DEGREES FAHRENHEIT AND IS
ILLUMINATED WHILE THE KEY SWITCH IS
TURNED ON. THE ENGINE’S NORMAL OPERATING
TEMPERATURE IS 170° - 190° F (77° — 88°C).

RPM GAUGE: REGIS-

‘When the engine is shut down with the key switch turned off,
the water temperature gauge will continue to register the last
temperature reading indicated by the gauge before electrical
power was turned off. The oil pressure gauge will fall to zero
when the key switch is turned off. The temperature gauge
will once again register the engine’s true temperature when
electrical power is restored to the gauge.

A separate alarm buzzer with harness is supplied with every
Admiral Panel. The installer is responsible for electrically con-
necting the buzzer to the four-pin connection on the engine’s
electrical harness. The installer is also responsible for installing
the buzzer in a location where it will be dry and where it will
be audible to the operator should it sound while the engine is
running. The buzzer will sound when the ignition key is turned
on and should silence when the engine has started and the
engine’s oil pressure rises above 15 psi (1.1 kg/cm?).

OIL PRESSURE GAUGE: THIS GAUGE IS GRADU-
ATED IN POUNDS PER SQUARE INCH (PSI) AND IS
ILLUMINATED WHILE THE KEY SWITCH IS TURNED
ON. THE ENGINE'S NORMAL OPERATING OIL
PRESSURE RANGES BETWEEN 30 - 60 psi

(2.1 - 4.2 kglcm?).

TERS REVOLUTIONS .
PER MINUTE OF THE . -
ENGINE AND CAN BE S =)
RECALIBRATED FOR , S E
ACCURACY FROM THE s
REAR OF THE PANEL. 7
! H ()
. £V . . ;
HOURMETER: : KEY SWITCH: THE KEY
REGISTERS ELAPSED == SWITCH WHEN TURNED
TIME, AND SHOULD BE _ - ON SUPPLIES DC POWER
USED AS A GUIDE FOR -~ 70 THE INSTRUMENT
THE MAINTENANCE PANEL CLUSTER, PREHEAT
SCHEDULE. = SWITCH, EXCITATION
: A= TERMINAL OF THE DG
A CHARGING ALTERNATOR
¢ = | AND TO THE ALARM
= BUZZER ENERGIZING IT IN
= = A PULSING MODE.
/II 1
! : DG VOLTMETER:
INDICATES THE AMOUNT THE
A BATTERY IS BEING CHARGED.

PREHEAT BUTTON: WHEN DEPRESSED, IT CLOSES - SHOULD SHOW 13V 70 14v.

THE CONTACTS IN THE PREHEAT SOLENOID SENDING :

POWER TO THE GLOW PLUGS. THE *I” TERMINAL ON AUTOMATIC ALARM SYSTEM

THE PREHEAT SOLENOID ALSO RECEIVES POWER AND
THIS 1S TRANSMITTED TO THE ELECTRIC FUEL PUMP. -
DC POWER IS ALSO TRANSMITTED TO THE START
BUTTON.

START BUTTON: WHEN PRESSED, ENERGIZES THE
STARTER'S SOLENOID WHICH CRANKS THE ENGINE.
THIS BUTTON WILL NOT OPERATE ELECTRICALLY
UNLESS THE PREHEAT BUTTON IS PRESSED AND HELD
AT THE SAME TIME.

COOLANT TEMPERATURE ALARM: AN ALARM BUZZER HAS BEEN
SUPPLIED WITH THE INSTRUMENT PANEL. IF THE ENGINE'S COOLANT
REACHES 210° F (99°C), THIS SWITCH WILL CLOSE SOUNDING THE
ALARM WHICH WILL EMIT A CONTINUOUS SIGNAL.

OIL PRESSURE ALARM: AN OIL PRESSURE ALARM SWITCH IS
LOCATED OFF THE ENGINE’S OIL GALLERY. THIS SWITCH MONITORS .
THE ENGINE'S OIL PRESSURE. SHOULD THE ENGINE'S OIL PRESSURE
FALL TO 10 - 5 psi (0.7 — 0.4 kg/cm?), THE SWITCH WILL OPEN: ‘'SOUND-
ING THE ALARM. IN THIS EVENT, THE ALARM WILL EMIT A PULSATING
SIGNAL.

WESTERBEKE
Engines & Generators
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CAPTAIN CONTROL PANEL

DESCRIPTION

This manually-operated control panel is equipped with a
KEY switch, an RPM gauge, PREHEAT and START but-
tons, an INSTRUMENT TEST button and three indicator
lamps, one for ALTERNATOR DISCHARGE, one for low
OIL PRESSURE, and one for high ENGINE COOLANT
TEMPERATURE.

RPM GAUGE: REGISTERS REVOLUTIONS
PER MINUTE OF THE ENGINE AND CAN BE
RECALIBRATED FOR ACCURACY FROM
THE REAR OF THE PANEL.

OIL PRESSURE  ALTERNATOR
" ALARM LIGHT ~ ALARM LIGHT

The panel also includes an alarm buzzer for low OIL
PRESSURE or high COOLANT TEMPERATURE. The
RPM gauge is illuminated when the KEY switch is turned on
and remains illuminated while the engine is in operation.

ALARM: THE ALARM WILL SOUND'IF THE ENGINE’S OIL PRESSURE FALLS
BELOW 10 = 5psi (0.7 ~ 0.4 kg/em?). IN THIS EVENT, THE ALARM WILL EMIT A
PULSATING SIGNAL. THE ALARM WILL ALSO SOUND IF THE COOLANT
TEMPERATURE IN THE FRESHWATER COOLING CIRCUIT RISES TO

- 210°F(99°C). IN THIS EVENT, THE ALARM WILL EMIT A CONTINUOUS SIGNAL.
NOTE: THE ALARM WILL SOUND WHEN THE KEY SWITCH IS TURNED ON. THIS
SOUNDING IS NORMAL. ONCE THE ENGINE STARTS AND THE ENGINE'S OIL
PRESSURE REACHES 15 psi (1.1 kg/cm?), THE ALARM WILL SILENCE.

TEST BUTTON: WHEN
PRESSED, TESTS THE
ALTERNATOR, THE OIL

il

Wi
R

PRESSURE, AND THE
COOLANT TEMPERA-
TURE CONTROL CIR-

., ""”"HW

'“h.d WESTERDERE

WATER TEMPERATURE
ALARM LIGHT

START BUTTON: WHEN PRESSED, ENERGIZES THE
STARTER'S SOLENOID WHICH CRANKS THE ENGINE. THIS
BUTTON WILL NOT OPERATE ELECTRICALLY UNLESS THE
PREHEAT BUTTON IS PRESSED AND HELD AT THE SAME
TIME.

CUITS. WHEN PRESSED,
THE ALTERNATOR, THE
OIL PRESSURE, AND

lH| II||||

n;/ é@ 1% THE WATER TEMPERA-

% il . TURE INDICATOR
‘:g A LIGHTS ILLUMINATE IN
5 ADDITION TO SOUND-
ING THE ALARM
BUZZER.

\\m SWITCH: THE KEY

T I SWITCH WHEN TURNED ON
| SUPPLIES DC POWER TO THE

INSTRUMENT PANEL
CLUSTER, PREHEAT SWITCH,
EXCITATION TERMINAL OF THE
DC CHARGING ALTERNATOR
/AND TO THE ALARM BUZZER
ENERGIZING IT IN A PULSING
'MODE.

PREHEAT BUTTON: WHEN DEPRESSED, IT CLOSES

THE CONTACTS IN THE PREHEAT SOLENOID SENDING
POWER TO THE GLOW PLUGS. THE “I” TERMINAL ON THE
PREHEAT SOLENOID ALSO RECEIVES POWER AND THIS IS
TRANSMITTED TO THE ELECTRIC FUEL PUMP. DC POWER
IS ALSO TRANSMITTED TO THE START BUTTON.

( q WESTERBEKE
Engines & Generators .
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FUEL SYSTEM

FUEL TANKS—GENERAL

It is very important that the design, construction and
installation of all fuel system components meet the highest
possible standards. Use only products specified for marine
applications.

Fuel tanks for diesel engines and generators may be made of
fiberglass, aluminum or stainless. Fuel tanks for gasoline
engines and generators may be made of only fiberglass or
aluminum; stainless is not appropriate for gasoline because
improper welding can remove carbon leaving only steel,
which will rust and then leak.

If the tank is made of fiberglass, be certain that the interior is
gel-coated to prevent fibers from contaminating the fuel
system. Copper or galvanized fuel tanks should not be used.
The nominal thickness of a fuel tank depends on the material
used. Any fitting or opening must be at the top of the tank. A
drain plug at the bottom of the tank is not acceptable.

Avoid the use of fittings made of copper-based alloys such as
brass as they will deteriorate the aluminum fittings.
Fastenings for an aluminum tank should be 300 series stain-
less steel.

It is not necessary to mount the tank above the engine level,
as the fuel lift pump provided will raise the fuel from the
tank. The amount of lift should be kept to a minimum 6 ft
(1.8 mm). If a tank is already installed above engine level, it
can be utilized in this position.

Cleanliness and care are especially important when the fuel
tank is installed because any dirt left in the tank will cause
fouling when the engine is started for the first time.

A CAUTION: Make sure the fuel tank filler is
properly sealed to prevent water re-entry should it
become awash. The fuel tank’s vent should be routed
so as lo prevent water entry as well.

The fuel tank’s fuel pickup tube should be clear and
unobstructed, without screens or gauze strainers. Make sure
that all fittings are sufficiently tightened to prevent leaking.

Fuel tanks that are located below the engine’s fuel system
level must have their fuel return connection at the tank
extending down into the tank in the same manner as the
pickup tube; otherwise, air will replace fuel siphoning out of
the engine’s fuel system through the return.. (Diesel Models).

The fuel tank’s vent should be located so that its discharge
route cannot allow water to enter through to the fuel tank(s).
Moisture must not be allowed to accumulate in the vent’s line.

Mount the fuel tank and secure it into position. The NFPA
recommends that the bottom tanks be installed on slatted
wooden platforms to help prevent moisture condensation.
Cylindrical tanks should be set in chocks or cradles and
securely fastened.Insulate all wood or metal surfaces from
the tank surface with a non-abrasive and non-absorbent
material.

FUEL TANKS—GASOLINE

Tanks must be labeled with the manufacturer’s name, tank
material and capacity. They also must be marked that they
have been pressure tested to the requirements of Title 33
CFR, sub part J. If either the fuel-fill fitting or the tank is
metallic, it will need to be grounded. A 10-gauge or larger
stranded copper wire must be fastened from the metal com-
ponents to the boat’s ground.

Design the fuel tank vent line so that gasoline cannot spill
onto the boat. A loop in the vent line from the top of the tank
to the underside of the deck and then to the through-hull fit-
ting will prevent this. The line should drain back to the tank
with no traps. The vent line should be no less than 9/16 in
(14.3 mm) L.D.. The through-hull vent fittings must be
equipped with a flame arrestor.

Fuel Tanks Located Above the Engine/Generator

A carburetor float valve cannot be trusted to hold back fuel in
an installation having a fuel tank located at or above the
engine/generator's fuel system. This type of system, with
some or all of the fuel supply line to the carburetor routed
below the level of the fuel tank’s top, requires a shut-off
valve to shut off the fuel supply to the engine or generator
when the engine isn’t running.

USE EITHER ANTI-SIPHON VALVES
OR ELECTRICALLY OPERATED
FUEL STOP VALVES

L.

/ “ FUEL TANK , %

GENERATOR P"ggghféo"

FUEL TANKS LOCATED ABOVE THE ENGINE/GENERATOR

( _—1; WESTERBEKE _
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FUEL TANKS/ FUEL SYSTEM

A shutoff valve is necessary to guard against the possibil- GASOLINE ENGINE/FUEL TANKS
ity of gasoline siphoning through the supply line to the car- -

buretor and into the engine in case the carburetor float valve TOP OF 5390%"45@:? O
doesn’t close, the carburetor needle valve doesn’t operate TANK LEVEL N
properly, or the fuel line ruptures between the engine and the -+ = — — —_————— —— —
fuel tank at a point below the fuel level. The shut-off valve
can be installed at the tank withdrawal fitting, or at a location
where the line from the fuel tank will no longer remain
above the fuel tank top level. It can be electrically operated
automatically (with manual override) to open when the
engine starts and close when it shuts down. A manually
operated valve can also be used, operated either from the
Start/Stop panel area or from the vessel’s deck. The shut-off
valve should be of the fuel oil type, and it is important that
all joints be free of pressure leaks.

NO ANTI-SIPHON DEVICE
OR ELECTRICALLY OPERATED

GASOLINE -
FUEL STOP VALVE IS REQUIRED ENGINE

NOTE: The use of mechanical spring-type check valves TRRK LEVEL : ~NKo
instead of an electric solenoid shut-off valve is not recom- L : °
mended since these may tax the lift pump’s ability to draw - -
fuel through the check valve. A check valve can trap debris
under its seat which inhibits the valve’s ability to close. In
addition, if a check valve’s cracking pressure is too high, it
can contribute to vapor lock. Should a mechanical-type spring
loaded check valve be used, it must be of an adjustable type.
This type valve should be adjusted to have a cracking pressure
that will prevent siphoning when the engine or generator is
not operating but not so excessive as to prevent the fuel pump
from drawing fuel through it. ELECTRICALLY GPERATED FUEL

. TPOF  TOPOFTANC PONT WHERE FUEL LINE GOES
Fllel Tanks Located Be’ow the E“glnelﬁenerator TANK LEVEL ‘ " BELOW TOP OF TANK

An installation having a fuel tank located below the engine or = T
generator’s fuel system, with the fuel supply line to the
carburetor routed above the level of the fuel tank’s top, does

FUEL LINE BELOW GASOLINE
TOP OF TANK ENGINE

NOT ACCEPTABLE

not require an anti-siphon shut-off valve, but does require FUEL SNk BELOW

two manually-operated service shut-off valves — one located
at the fuel connection to the tank, and another located at the

fuel connection to the engine/generator.

GASOLINE
ENGINE

ANTI-SIPHON DEVICE OR
GENERATOR , ? | PROPULSION ELECTRICALLY OPERATED
ENGINE FUEL STOP VALVE REQUIRED

TOP OF AT THE FUEL TANK WITHDRAWAL
TANK LEVEL FITTING

SERVICE - e e e

SHUTOFF ("
VALVES ‘

FUEL LINE BELOW
TOP OF TANK

GASOLINE
ENGINE

V=

DIESEL FUEL SYSTEM ANTI-SIPHON DEVICES

Fuel system anti-siphon devices should not be used with a
diesel engine/generator. It is not necessary and, in addition,
introduces air into the fuel which may cause erratic operation.
The fuel system should include one or more fuel shutoff
valves.

( ;’ WESTERBEKE
Engines & Generators
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FUEL SYSTEM

DUAL PURPOSE FUEL TANK

If you’re running both a generator and a propulsion engine
and they use the same fuel, you can use the same fuel tank.
However, before that decision is made, the following factors
must be considered:

m There must be adequate fuel capacity for both
engines — refer to the specifications section of
your owner’s manual for fuel consumption figures.

W In diesel installations the fuel returning to the tank is
warm. To obtain maximum engine efficiency, fuel
delivered to the injectors must be cooled. The fuel
tank volume must be adequate to cool the returned
fuel.

If a fuel tank is shared, a fuel line tee should not be used. A
tee can cause erratic genset operation due to fuel starvation.
The genset’s fuel pump does not have the capacity to
overcome the draw of the propulsion engine’s fuel pump.

This is true also of the return lines. Pressure from one engine
could be higher than the other and force return fuel back into
the lower-pressure engine injector. The return line should
enter the tank as far as possible from the supply lines.

FUEL LINETO
PROPULSION

ENGINE FUEL LINE TO

GENERATOR

FUEL TANK
TOP FITTING

FUEL LINES

The proper installation of fuel lines is very important. All
fuel line materials must be approved fpr marine installations

and meet the requirements of both the USCG and the ABYC.

The fuel system should be installed in such a manner as to
allow the engine-mounted fuel lift pump to maintain a
positive inlet pressure to the injection pump under all
operating conditions. As the fuel lift pump has a capacity in
excess of that required by the injection pump, the overflow is
piped to the fuel tank and should be connected at the top of
the tank.

Great care should be taken to ensure that the fuel system is
correctly installed so that airlocks are eliminated and
precautions taken against dirt and water entering the fuel.

NOTE: The fuel supply line to the engine/generator should be
from its own pick-up in the fuel tank and NOT teed off the
supply line to another engine/generator.

Keep the fuel lines as far as possible from the exhaust pipe
and hot engine areas; this is to keep the fuel at a minimum
temperature to reduce the chance of vapor lock in gasoline
installations.

Rlin fuel lines at the top level of the fuel tank to a point as
close to the engine or generator as possible to reduce the
danger of fuel siphoning out of the tank if the line should
break.

Fuel piping should always be routed and securely anchored
to prevent leaks from vibration and chafing. Fuel piping is
usually secured by copper straps every 12-14 in (30-36 cm).
Use as few connections as possible, and install the lines so
they are accessible and protected. Avoid locked-in torsional
stresses.

RIGID FUEL LINES

For installations with rigid fuel lines, Westerbeke recom-
mends using copper tubing with suitable flated fittings, both
for the supply line and the return line. Use seamless annealed
double flared fuel lines taht are approved for marine installa-
tions. Run the tubing in the longest pieces obtainable to
avoid the use of unnecessary fittings and connectors. The
minimum size of the fuel supply line and fuel return line is
1/4 inch, inside diameter.

When a copper fuel line is used, electrically bond the fuel
line to the vessel’s common bonding conductor with a
suitable strap or 10 gauge wire.

FLEXIBLE FUEL LINES

If a rigid metallic fuel line is run into the engine/generator
compartment, a length of flexible hose must be installed to
absorb vibration from the engine/generator. Install a
non-organic flexible hose without metal reinforcement
between the rigid fuel line and the engine/generator to absorb
the vibration. This line must be long enough to prevent
binding or stretching because of engine/generator movement.

A flexible fuel line may also be installed betwen the fuel
yank and the engine/generator for both the supply line and
the return line. For the supply line, flexible hose may be
installed from the fuel tank outlet to the fuel filter/water
separator, and from the fuel filter/water separator to the
engine-mounted fuel pump inlet.

Use suitable end fittings, and install all the hose in the
longest runs possible to avoid the use of unnecessary fittings
and connectors. There must not be an electrical connection
between the hose end fittings as a bad ground in the cranking
circuit will cause a wire-reinforced hose to become charged
andignite the fuel during cranking.

A WARNING: Ignition of fuel can cause fire and
severe personal injury or death. Be sure any flexible fuel
line used between the fuel tank and the engine/
generator meets ABYC and USCG requirements.

Refer to the ABYC Standards Section H24 for more detailed
information.

{ ;l WESTERBEKE
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FUEL SYSTEM

SHUT-OFF VALVES

Make sure your fuel system has positive shut-off valves;
know their locations and how they operate.

NOTE: See the U.S. Coast Guard publication “Fuel System
Compliance Guideline” for basic fuel system layouts and
shut-off valve locations.

FUEL FILTERS

A primary fuel/water separator should be installed in the fuel
supply line between the fuel tank and the engine/generator to
help remove contaminants in the fuel before the fuel reaches
the engine mounted fuel lift pump. It should be mounted in
an accessible location for ease in monitoring for water and
contaminates, and for servicing. Such contaminants can

cause the failure of components, and such failures are not
warrantable. A recommended type of fuel/water separator is
available from the list of accessories. A secondary fuel filter
is mounted on the engine/generator, and it has a replacement
filter element.

After installation, test the fuel system for tightness per USCG
specification 33CFR183.542.

RUBBER OR PLASTIC Faine '
REDUCES VIBRATION _ x !
R G55 FROM
. SR FUEL TANK

T0 ENGINE SR h
OR GENERATOR ab=:
FUEL FILTER .
DRAIN TO CHECK
FUEL FOR WATER
| AND CONTAMINANTS

FUEL FILTER/WATER SEPARATOR
Diesel Installation shown

NOTE: Fuel filters for gasoline installations must use metal
bowls to meet Coast Guard regulations.

FUEL FILTER
WATER SEPARATOR  §
GASOLINE (TYPICAL) [
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FUEL

To insure satisfactory operation, an engine or generator must
have a dependable supply of clean fuel.

Diesel Fuel - Use a diesel fuel that meets the requirements of
No.2-D SAE J313 and has a Cetane rating of 45 or higher
grade of diessel fuel according to ASTM D975.

Gasoline - Use unleaded 89 Octane or higher. Ethanol gaso-
line must NOT exceed E10 (10%). The use of lower Octane
gasoline will affect the performance of the engine.

A WARNING: Gasoline leakage in or around the
engine/generator compartment is a potential for fire

.| and/or explosions. Repair leaks promptly and ensure that

the compartment is properly ventilated.

Make sure there is a fire-extinguisher installed near the
engine/generator and that it is properly maintained. Be
familiar with its use. An extinguisher with the NFPA rating
of ABC is appropriate for all applications.

GASOLINE - E.F.I1./SAFE CO MODELS
Primary Fuel Filter/Water Seperator

Select a primary filter/water seperator that has a flow rating
of 30 GPH or greater. The return fuel flow back to the fuel
tank can be as much as 30 - 40 GPH.

Return Fuel

The return fuel must be returned at the top of the fuel tank
and free fall into the tank. The return fuel connection on the
fuel tank must not be extended down into the tank.

Fuel Hose Size
Supply - 1/4” 1LD. minimum - 3/8” maximum

Return - 1/4” 1.D. minimum - 3/8” maximum

Fuel hose must be Coast Guard approved hose material. Use
stainless steel hose clamps when attaching the fuel hose to
the fittings on the engine.

E.F.1./LOW CO MODELS
RETURNLESS FUEL SYSTEMS
Primary Fuel Filter/Water Seperator

Select a primary Filter/water seperator that is Coast Guard
approved and having an adequate flow rate for the fuel
consumption of the engine operating under full load. The
recommended filter micron is 10.

( ;; WESTERBEKE
Engines & Generators




COOLING SYSTEM

RAW WATER INTAKE

Raw water should be supplied to the raw water pump
through a standard-type through-hull fitting, located on the

hull so as to be below the waterline during all angles of boat
operation.

A CAUTION: Do not use a high speed scoop-type
through-hull fitting for the raw water supply for
generators and auxiliary sailboat engines as it will tend
to encourage siphoning. Water pressure against this type
of fitting while the vessel is underway with the
generator off or when sailing can push water past the
raw water pump impeller and into the exhaust system,
filling it and the engine as well.

The raw water should be directed from the through-hull
fitting through a seacock, to a visual-type raw water strainer,
and then delivered to the pump. The strainer should be of the
type that may be withdrawn for cleaning while the vessel is
underway, and should be mounted below the waterline to
ensure self-priming. Seacocks and strainers should be at least
one size greater than the inlet thread of the raw water pump.
Hoses routed from the through-hull fitting to the strainer and
to the raw water pump should be wire-reinforced to prevent
the hose from collapsing during the engine/generator’s
operation (suction from the pump may collapse a
non-reinforced hose).

LEL o

SEACOCK

owum-’sugpum

‘ ; RAW WATE|
: ' 5 STRAINER
' "En RAW WATER STANDARD.
n TYPE THROUGH-HULL
e FITTING WITH STRAINER

Make sure this system is in proper order. Check that the hull
inlet, seacock and strainer are unobstructed. Inspect the raw
water lines to make sure there are no collapsed sections
which would restrict water flow. Make sure there are no air
leaks at any of the connections; use double clamps on hose
connections below the waterline.

Be sure that the raw water intake is clear of any cavitation
created by the propellers.

The raw water intake to the engine or generator should be
separate and not combined with any other inlet for the main
engine(s) or air conditioners. The use of “sea chest” intakes
is permissible but they must be engineered to provide an
adequate supply of water for all equipment connected to
them.

2 TORAW
WATER PUMP

A through-hull fitting that is completely flush with the
surface of the boat’s hull and without an external strainer
may be necessary for the generator raw water intake on very
high-speed boats. The protrusion of a standard type through-
hull fitting and a strainer can cause a venturi effect on the.
intake of a high speed boat, creating a suction which works

against the raw water pump causing an inadequate supply of
cooling water to the engine.

A CAUTION: 0n some extremely high-speed hoats,
the use of a sea scoop type strainer may be necessary to
provide an adequate supply of cooling to the generator
when the boat is underway. If this is necessary, the
exhaust piping from the generator must have a
continuous downward pitch to the outlet at the transom
so that no water can be trapped and back-up into the
engine. A solenoid operated shut-off valve can also be
installed in the raw water supply to the raw water pump
and wired to close when the generator is not in
operation.

A CAUTION: Water intrusion into the engine through
the exhaust system is not covered by warranty.

If a generator set is located above the waterline of the boat, it
is good practice to provide a loop or loops above the inlet of
the raw water pump in the raw water supply hose from the
raw water strainer. The loop(s) provide a head of water on
the raw water pump which, on start-up, lubricates the pump
impeller until the pump starts drawing water from the intake.

RAW WATER OUTLET

Wire-reinforced flexible hose should be used between the
raw water outlet on the heat exchanger and the exhaust
system. This reduces vibration and permits the engine to be
moved slightly when it’s being realigned.

FITTINGS

All pipe and fittings should be of bronze. Use sealing
compound or tape at all connections to prevent air leaks. The
neoprene impeller in the raw water pump should never be
run dry. All hose joints should be double clamped with
304/306 stainless-steel hose clamps. T-bolt clamps are even
better but must be 304/306 stainless. '

A CAUTION: The use of common street elbows is
not recommended in plumhbing the raw water circuit.
These generally have a very restrictive inside diameter.
The use of machine-type fittings is preferred.

( :_} WESTERBEKE
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COOLING SYSTEM

COOLANT RECOVERY TANK

A coolant recovery tank kit is supplied with each
WESTERBEKE engine/generator. The purpose of this
recovery tank is to allow for engine coolant expansion and
contraction during engine operation, without the loss of
coolant and without introducing air into the cooling system.

This coolant recovery tank should be installed at or above
engine manifold level, in a location where it can be easily
monitored. A wire mounting bracket is supplied with each
kit, along with a 30 in (76 cm) length of clear plastic hose
and clamps, to connect the hose between the engine’s
manifold fitting and the hose spud on the base of the
recovery tank.

| HOSE SPUD
CONNECTION

MANIFOLD

TYPICAL COOLANT RECOVERY
TANK INSTALLATION

COOLANT

WESTERBEKE recommends the use of a pre-mixed
antifreeze both for gasoline and diesel engine cooling
systems. This will ensure that when antifreeze needs to be
added, the correct mixture will be added.

For Diesel engine cooling systems, Premixed Extended Life
Heavy Duty Diesel Antifreeze is recommended. This is
specifically formulated to help prevent cavitation erosion of
the cylinder walls of the diesel engine.

When pre-mixed is not available, select a well known brand
and mix 50/50. 50% antifreeze and 50% distilled water.
Thoroughly mix the two before adding it to the cooling
system.

[:::}VVE&STE#“BEWHE
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ENGINE OIL

OIL SPECIFICATIONS

Refer to your Westerbeke Operator’s Manual for the oil
specifications for your engine/generator.

OIL DRAIN HOSE

An oil sump drain hose is located at the front or side of the
engine. Oil may be drained from this hose by removing the
cap and the discharge end of the hose from its mounting
bracket and lowering the hose into a container. The hose cap
fitting is 1/4” NPT and it can be extended, or have a pump
added, for easier removal of the old oil.

When installing the engine make certain that this drain hose
is accessible and that the drain hose fitting at the bottom of
the engine oil pan is well clear of the boat’s oil pan.

OIL DIPSTICK

If the engine is going to be mounted at an angle (instead of
level), it’s a good idea to add the proper amount of lube oil to
the engine and check the dipstick before installation, with the
engine level. After installation, check the dipstick to see
where the oil now rests, and mark the dipstick at this point
for future reference.

PRESSURE SENSING DEVICES

Oil pressure sensing devices, such as senders and switches,
must not be connected to an engine’s oil gallery with the use
of extended nipples or tees. The reason is simply that
continued engine vibration causes fatigue of the fittings used
to make such a connection. If these fittings fail during engine
operation, lubricating oil will be lost and internal engine
damage will result.

OIL SENDER

OIL COOLER

OIL SWITCH
TYPICAL OIL FILTER ASSEMBLY
NOTE: Oil filter assemblies vary with each engine model,

switches, senders,coolers, etc. are shown in detail in all
Operators Manuals.

OIL FILTER

When additional sensing devices such as switches or sensors
need to be installed that function on engine oil pressure, these
devices must be bulkhead-mounted and connected to the oil
gallery using an appropriate grade of lubricating oil hose.
Any fittings used to connect the hose to the gallery must be
of steel or malleable iron composition. Brass must not be
used for this application.

RELOCATING ENGINE PARTS

Any reassembly or relocation of engine parts such as fuel
filters, dipstick,senders and switches to accommodate a
restricted engine space must be authorized by the
WESTERBEKE Corporation and the work must be
performed by a WESTERBEKE approved mechanic or the
engine’s warranty will be void. The oil filter can be relocated
to a convenient bulkhead location by using a
WESTERBEKE Remote Oil Filter kit.

( :WESTERBEIG
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REMOTE OIL FILTER

INSTALLATION

This popular accessory is used to relocate the engine’s oil fil-
ter from the engine to a more convenient location such as an
engine room bulkhead.

NOTE: Refer to ENGINE OIL CHANGE in this manual for
* instructions on removing the oil filter.

To install, simply remove the engine oil filter and thread on
WESTERBEKE's remote oil filter kit as shown. Always
install this kit with the oil filter facing down as illustrated.

Contact your WESTERBEKE dealer for more information.

APPLY A THIN COAT OF CLEAN OIL TO THE 0-RING WHEN
INSTALLING THIS KIT. THREAD THE KIT ON, THEN HAND
TIGHTEN AN ADDITIONAL 3/4 TURN AFTER THE 0-RING
CONTACTS THE BASE.

CONNECTION AT THE
REMOTE OIL FILTER.

Va2 A
Cr

THE OUT CONNECTION HOSE \”ﬁ’
MUST ATTAGH TO THEIN y
CONNECTION AT THE

REMOTE OIL FILTER.

FASTEN SECURELY TO A BULKHEAD

THE IN CONNECTION HOSE
MUST ATTACH TO THE OUT

NOTE: Westerbeke is not responsible for engine failure due to
incorrect installation of the Remote Oil Filter.

A CAUTION: 1t is vital to install the oil lines cor-
rectly. If the oil flows in the reverse direction, the by-
pass valve in the filter assembly will prevent the oil
from reaching the engine causing an internal engine
failure. If there is no oil pressure reading, shutdown
immediately and check the hose connections.

(SCREWS ARE OWNER SUPPLIED)

APPLY . A THIN COAT OF CLEAN OIL TO THE FILTER
GASKET WHEN INSTALLING. AFTER THE FILTER
. CONTACTS THE BASE, TIGHTEN IT AN ADDITIONAL

WESTERBEKE
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VENTILATION

The ventilation requirements of the engine or generator
include the following: combustion air is required for the
engine’s cylinders, and cooling air is required for the engine
and generator electrical end and also for removing the heat
produced during operation.

A WARNING: Ventilating air is required to clear the
bilges, as well as the compartment in which the engine
or generator is located, of potentially toxic and
flammable vapors.

Keep in mind that hot air rises, so heated air should be
removed from the upper area of the engine or generator
compartment and cool fresh air should be directed to the
lower areas of the compartment. Ventilation should be
accomplished with the aid of power ventilation especially
when the vessel is not underway.

Power ventilation incorporates a powered exhaust blower to
draw air from the compartment and discharge to the
atmosphere. The exhaust blower must meet a specific
capacity rating based on compartment volume. The graph
below is used to calculate the required capacity.

SMALL BOATS
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@ /
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LARGE BOATS
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&
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s | 500 N
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E 300 &
E 200 /
100 —A
200 400 600 800 1000

Net Compartment Volume in cubic feet

NOTE: See your Operators Manual for the ventilation
requirements of your generator. Refer to the ABYC standards
and U.S. Coast Guard regulations for ventilation
requirements on both engines and generators.

NOTE: Forced ventilation should be provided to maintain
generator/engine compartment temperatures below 122°F
(50°C).

Reference ABYC Standards H-2 and H-32 for more detailed
information regarding ventilation for boats using gasoline
and boats using diesel.

WESTERBEKE
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WATER HEATER CONNECTIONS

INSTALLATION

Water heater hose connections vary from one engine to
another. Refer to your WESTERBEKE Operators Manual for
your engine’s water heater connections.

NOTE: Water heater connections are not standard on marine
generator products.

WESTERBEKE marine engines are equipped with
connections for the plumbing of engine coolant to heat an
on-board water heater. The water heater should be mounted
in a convenient location either in a high or low position in
relation to the engine, so that the connecting hoses from the
heater to the engine can run in a reasonably direct line with-
out any loops which might trap air.

Hoses should rise continuously from their low point at the
heater to the engine so that air will rise naturally from the
heater to the engine. If trapped air is able to rise to the
heater, then an air bleed petcock must be installed at the
higher fitting on the heater for bleeding air while filling
the system.

NOTE: If any portion of the heating circuit rises above the
engine’s closed cooling system pressure cap, then a
pressurized (aluminum) remote expansion tank must be
installed in the circuit to become the highest point. Tee the
remote expansion tank into the heater circuit, choosing the
higher of the two connections for the return. Tee at the
heater;, and plumb a single line up to the tank’s location and
the other back to the engine's return. Install the remote
expansion tank in a convenient location so the fresh water
coolant level can easily be checked. The remote expansion
tank will now serve as a check and system fill point. The
plastic coolant recovery tank is not used when the remote
expansion tank kit is installed, since this tank serves the
same function. The remote expansion tank has an overflow
fitting that should be directed by a hose to an area where any
overflow will not cause damage.

REMOTE EXPANSION TANK

The pressure cap on the engine’s manifold should be
installed after the engine’s cooling system is filled with
coolant. Finish filling the cooling system from the remote
tank after the system is filled and is free of air and exhibits
good coolant circulation. During engine operation, checking
the engine’s coolant should be done at the remote tank and
not at the engine manifold cap. The hose connection from the
heater to the remote expansion tank should be routed and
supported so it rises continuously from the heater to the tank,
enabling any air in the system to rise up to the tank and out
of the system.

NOTE: Air bleed petcocks are located on the engine’s heat
exchanger and on the thermostat housing. Open these pet-
cocks when filling the engine’s fresh water system to allow.
air in the coolant circuit to escape. Close tightly after all the
air is removed.

PRESSURE CAP IS RATED
LOWER THAN MANIFOLD CAP

HEATER COILS ABOVE
PRESSURE CAP ON ENGINE
MANIFOLD -

REMOTE EXPANSION TANK

WATER HEATER CONNECTIONS VARY
ON THE DIFFERENT MODELS OF
WESTERBEKE ENGINES. REFER TO-
YOUR OPERATORS MANUAL FOR
THE PROPER HEATER LOCATION FOR ~ /
HEATER CONNECTIONS Vb

FROM
ENGINE

,_¥

T0
ENGINE
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TRANSMISSIONS - HURTH AND ZF MARINE

SHIPMENT

For safety reasons, the transmission is not filled with
transmission fluid during shipment and the selector lever is
temporarily attached to the actuating shaft.

Before leaving the WESTERBEKE plant, each transmission

undergoes a test run, with Dexron III ATF transmission fluid.

The residual fluid remaining in the transmission after
draining acts as a preservative and provides protection
against corrosion for at least one year if properly stored.

TRANSMISSION
HALF-COUPLING

WESTERBEKE
HALF-COUPLING

TRANSMISSION

TRANSMISSION FLUID

Fill the transmission with Dexron IIl ATF. The fluid level
should be up to the mark on the dipstick. After checking the
level, press the dipstick into the case and turn it to tighten.
During the first 25 operating hours, inspect the bell housing,
output shaft and transmission cooler for leakage. The fluid
should be changed. following the Maintenance Schedule
found in this model’s Operators Manual.

NEUTRAL SAFETY SWITCH

Hydraulic transmissions are equipped with a neutral safety
switch. This is to prevent the engine from being started while
in gear. The shift lever MUST be in the neutral position for
the starter to be energized.

CONNECTION OF GEAR BOX WITH PROPELLER

Use a flexible connection between the transmission gearbox
and the propeller shaft if the engine is flexibly mounted, in
order to compensate for angular deflections. The installation
of a special propeller thrust bearing is not required, since the
propeller thrust will be taken by the transmission bearing,
provided the value specified under SPECIFICATIONS is not
-exceeded. However, the output shaft should be protected
from additional loads. Special care should be taken to prevent
.torsional vibration. When using a universal joint shaft, make
certain to observe the manufacturers instructions.
Even with the engine solidly mounted, the use of flexible
coupling or **DRIVESAVER” will reduce stress in the
gearbox bearings caused by hull distortions, especially in
wooden boats or where the distance between transmission
output flange and stern gland is less than about 300mm.

*DRIVESAVER is a product of Globe Marine, Rockland, MA.

( QWEST ERBEKE
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CONTROL CABLES

NOTE: When installing the transmission, make certain that
shifting is not impeded by restricted movability of the
Bowden cable or rod linkage, by unsuitably positioned guide
sheaves, too small a bending radius, etc. In order to mount a
support for shift control cable connections, use the two
threaded holes located above the shift cover on top of the
gear housing. Refer to the WESTERBEKE parts list.

CONTROL CABLES

The transmission is suitable for single lever remote control.
Upon loosening the retaining screw, the actuating lever can
be moved to any position required for the control elements
(cable or rod linkage). Make certain that the shift lever does
not contact the actuating lever cover plate: the minimum
distance between lever and cover should be 0.5mm.

The control cable or rod should be arranged at right angle to
the actuating shift lever when in the neutral position. The
neutral position of the operating lever on the control console
should coincide with the neutral position of this lever.

The shifting travel, as measured at the pivot point of the
actuating lever, between the neutral position and end
positions A and B should be at least 35mm for the outer and
30mm for the inner pivot point.

A greater amount of shift lever travel is in no way
detrimental and is recommended. However, if the lever
travel is shorter, proper clutch engagement might be impeded
which, in turn, would mean premature wear, excessive heat
generation and clutch plate failure. This would be indicated
by slow clutch engagement or no engagement at all.

NOTE Check for proper lever travel at least each season.
N neutra

TRANSMISSION (O
COVER PLATE
if’ |
., . . . v : l .
For additional information contact:
ZF Industries

Marine US Headquarters
3131 SW 42nd Street

Fort Lauderdale, FL. 33312
Tel.: (954) 581-4040

Fax: (954) 581-4077
WWW.ZF-MARINE.COM



TRANSMISSIONS

BORG WARNER VELVET DRIVE

Check the transmission fluid level on the dipstick. If the
transmission has not been filled, fill with Dextron III and
continue to use this fluid. During the first 50 hours of
operation, keep a lookout for any leakage at the bell housing,
output shaft, and transmission cooler. This fluid should be
changed after the first 50 hours and approximately every
1000 operating hours or at winter lay-up.

NOTE: Some transmissions are equipped with a neutral
safety switch. Unless the transmission shift lever is perfectly
aligned in neutral the engine starter will not activ.ute.

Shift Lever Position

The shift control handle and linkage must position the shift
lever on the transmission exactly in Forward (F), Neutral (N),
and Reverse (R) shifting positions. A detent ball located
behind the transmission shift lever must work freely to center
the lever in each position. The shift control positions at the
helm(s) must be coordinated with those of the Velvet Drive
shift lever through shift mechanism adjustments. An
improperly adjusted shift mechanism can cause damage to
the transmission. The shifting mechanism and transmission
shift lever should be free of dirt to ensure proper operation.

NOTE: Do not remove the detent ball!

NOTE: If the boat moves backwards with the selector control
in the forward position, shut off the engine! This problem
may be the result of incorrect movement of the shift lever by
the shift control.

FORWARD NEUTRAL REVERSE
SHIFT LEVER POSITIONS
OIL COOLER”
T0 OIL COOLER

QUTPUT CONNECTION

COUPLING
PRESSURE GAUGE DIPSTICK
CONNECTION
(OPTIONAL) REVERSE CLUTCH

" PRESSURE GAUGE
CONNECTION

BORG WARNER
TRANSMISSION

FROM COOLER
CONNECTION

Shifting Into Gear

Place the transmission selector control in Neutral before
starting the engine. Shifting from one selector position to
another selector position may be made at any time below
1000 rpm and in any order. Shifts should be made at the
lowest practical engine speed. Start the engine and set the
throttle at idle speed; allow the transmission fluid to warm up
for a few minutes.

Neutral

Move the shift control handle to the middle position. You
should feel the detent. Center the shift lever on the
transmission through the linkage to the selector lever. With
the control in this position, hydraulic power is completely
interrupted and the output shaft of the transmission does not
turn.

Forward

Move the shift control handle to the forward position. You
should feel the detent. The shift lever on the transmission is
in the forward position. The output shaft and the propeller
shaft move the boat in a forward direction.

Reverse

Move the shift control handle to the reverse position. You
should feel the detent. The shift lever on the transmission is
in the reverse position. The output shaft and the propeller
should move the boat in a reverse direction (astern).

NOTE: Moving the transmission shift lever from Neutral
Position to Forward is always towards the engine. Reverse is
always away from the engine.

NOTE: Be aware of any unusual noises or vibrations and

investigate to determine the cause.

" NOTE: Low engine idle rpm can produce damper plate and
gear box chatter/rattle. This is the result of unstable rotation

through the damper plate and the gear box. Increase the idle
rpm until this chatter.rattle is eliminated.

Refer to your transmission manufacturer’s operator’s manual
for more detailed information on installation and operation.

For additional information on throttle and shift controls
contact Edson International, New Bedford, Massachusetts.

( ;l WESTERBEKE
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SHIFT LEVER

PRM NEWAGE TRANSMISSIONS
MODELS 80 AND 120

DIPSTICK 1/2" HEX PLUG
A 8MM HEX PLUG) -

PRM 120
VENTS.

. MODEL 80 (MODEL 120 USES

c
OUTPUT FLANGE
-
/ SHIFT CABLE
AND BRACKET
FULLS
Low 4
THE OIL DRAIN IS =
UNDER THE CENTER \/

OF THE GEARCASE
SEALING WASHER

NOTE : Keep vent/vent holes clear and unobstructed.

INITIAL OPERATION

Remove the dipstick and fill the gear box with automatic
transmission fluid (ATF) Dextron III. Fill the transmission
with the recommended capacity of fluid.

Model PRM 80-1.0 U.S. pints (0.6L)
Model PRM 120-1.4 U.S. pints (0.8L)

NOTE : Always clean the area around the dipstick plug before
filling with fluid. Replace the dipstick by screwing it down.

Run the engine to warm up the fluid and after shutting down
the engine, re-check the fluid level.

CHANGEING THE TRANSMISSION FLUID

Change the fluid for the first time after about 25 hours of
operation, then every 250 operating hours or at least once a
year or when you change engine fluid. Check for leaks and
make a visual inspection of the shift cables and shaft
coupling. Push a suction pump hose down through the
dipstick hole to the bottom of the housing and suck out the
“fluid. (If space allows, use the transmission drain). Remove
the drain plug from the bottom of the transmission (1" with
sealing washer) and allow the fluid to drain into a container,
then reinstall the plug with its sealing washer. Wipe down the
transmission and properly dispose of the used fluid. After
running the engine, shut down and recheck the fluid level.

NOTE : When changing the fluid, take care not to lose the
drain plug sealing washer. The drain plug will leak without
this sealing washer.

A WARNING: Never pull out the dipstick while the
engine is running. Hot fluid will splash from the
dipstick hole. This could cause severe burns.

DAILY OPERATION

[ Check the transmission fluid.

(] Visually check the gear shift linkage and transmission.

[0 Start the engine in neutral, allowing a few minutes at
idle to warm the fluid.

[J  Shift into gear.

NOTE : Too low an idle speed will produce a chattering noise
from the transmission gear and damper plate. In such cases
the idle speed should be increased

GEAR SHIFTING

The engine must be at idle. Pause in neutral before
selecting ahead or astern, Transmission models PRM 80 and
120 are ideal for single lever controls, controlling both the
throttle and the gear shift at one time.

A WARNING: When shifting gears, bring the engine
throttle to idle and pause in neutral before shifting
ahead or astern.

LOCKING THE PROPELLER

Locking of the propeller shaft by an additional brake is not
required. Use the gear shift lever position opposite your
direction of travel for this purpose. Never put the gear shift in
the position corresponding to the direction of travel of the
boat.

WHEN UNDER SAIL OR BEING TOWED

Rotation of the propeller without a load, such as when the
boat is being sailed, being towed or anchored in a river, as
well as operation of the engine with the propeller stopped
(for charging the battery), will have no detrimental effects
on the transmission.

WESTERBEKE
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PRM NEWAGE TRANSMISSIONS
MODELS 80 AND 120

CONTROL CABLES

The control cable or rod should be arranged at a right angle
to the actuating shift lever with the lever in the neutral

position. The neutral position of the operating lever in the . NEUTRAL
cockpit must coincide with the neutral position of this lever. ~FORWARD A '

The shift level travel must be such that the lever just strikes
the internal stops for the lever when shifted into forward or

B REVERSE

7.

reverse. Those stops can be determined by manually moving \ N ' /L Q .

the shift lever with the cable disconnected. This is an S g~ T ' @
important adjustment for proper engagement of the gear. A ACTUATING / )J £ b !

greater amount of shift lever travel is in no way detrimental SHIFT LEVER ;/ ,,/ :  SHIFT CABLE AND BRACKET

and is recommended. However, if the lever travel is shorter, AN L
proper clutch engagement might be impeded which, in turn, ' \> -
would mean premature wear, excessive heat generation and ) '
clutch plate failure. This would be indicated by slow clutch
engagement or no engagement at all.

NOTE: Check for proper lever travel and the security of the
cable to the lever bracket at least each season.

MAINTENANCE/SERVICE ‘ WARRANTY

Make certain the transmission fluid is changed annually. If the NEWAGE TRANSMISSIONS LTD. warrants that all PRM
fluid should become contaminated by water or the gearbox Newage Transmissioms will be free from defects in material
suffers major mechanical damage, the gearbox must be and workmanship under normal use and service for a period
thoroughly flushed out and re-filled with fresh fluid to the of 24 months.

correct specifications. All PRM transmissions must be correctly installed, aligned,

NEWAGE TRANSMISSIONS LTD. has distributors around and maintained.

the world. Listed here are those in the United States.

Atlantis Marine Gear Supply Inc.

418 Boston Street
Topsfield, MA 01933 Transmission Marine
Tel: 978-887-0001 223 Southwest 33 Court
Fax: 978-887-5599 P.0. Box 21086
Ft. Lauderdale, FL 33335-1086
: Tel: 954-467-1540
Hamilton Jet
1111 NW Ballard Way Fax: 954-467-1525

Seattle, WA 98107
Tel: 206-784-8400
Fax: 206-783-7323

If a major problem should occur, contact your WESTERBEKE
dealer or a NEWAGE distributor. To avoid prejudicing
warranty rights, do not undertake repair work on the gearbox
without first contacting NEWAGE TRANSMISSIONS LTD. or
a NEWAGE distributor (listed above) or your WESTERBEKE
dealer.
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FINAL INSTALLATION CHECKS

NOTE: Also refer to PREPARATIONS FOR INITIAL START-UP in your Operator’s Manual.

Before starting the engine or generator complete the
following checklist:

Is there fuel in the tanks and are the fuel valves open.
Has lube oil been added to the engine.

Is there transmission fluid in the transmission.

Has the proper coolant mix been added.

Are the battery cables properly connected.

Is the exhaust system secure and all connections tight.

Is the transmission linkage positioned correctly?.Is the

- gear in Neutral.

Is the raw water petcock open. Is the raw water pump
primed.

Are the AC and load connection wires securely
connected to the circuit breaker.

Propeller shaft coupling secured to the propeller shaft
and the coupling secured to the output flange of the
transmission.

Engine/generator properly secured in its mounting
position.

Issues found during sea trials have been corrected.
Exhaust back pressure is within specifications.

Fire suppression/CO monitoring devices have been
tested to shut the generator down.

A dedicated DC battery is connected to the generator
and is properly rated (CCA) as recommendated in the
models specification.

Adequate room around the unit is available to perform

maintenance as specified in the Operators Manual.

With the engine or generator running, check the following:
Make certain that water is flowing from the exhaust.
Check the instrument gauges for proper readings.
Inspect the engine for fuel, water, coolant, and oil leaks.
Listen for unusual sounds and vibrations.

Will the engine shift in and out of gear?

The engine will reach rated rpm at full open throttle
underway i forward gear. Throttle movement is
smooth.

M Apply aload to the generator; check the output frequency.

NOTE:: See your operator’s manual for the output
adjustment.

After shutdown, check the engine or generator carefully.
inspect all fluid levels, check hose clamps, fuel lines, etc.

The instrument panels tachometer (propulsion) has been

properly calibrated to the engines rpm during sea trials.

The fuel supply from the fuel tank to the engine has no

leaks.

[QWESTERBEIG
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ENGLISH TO METRIC CONVERSION CHART

Multiply Temperature By To get equivalent number of:

Degree Fahrenheit (°F) (°F-32) + 1.8 Degree Celsius °C)
Multiply Acceleration By To get equivalent number of:
Foot/second(ft/sec?) 0.3048 Meter/second’(m/s?)
Inch/second¥(in./sec?) 0.0254 Meter/second? (m/s?)

Multiply Torque By To get equivalent number of:

Pound-inch (Ib-in.) 0.11298 Newton-meters (N-m)

Pound-foot (Ib-f) 1.3558 Newton-meters (N-m)

Multiply Power By To get equivalent number of:

Horsepower (hp) 0.746 Kilowatts (kW)

Multiply Pressure or Stress By To get equivalent number of:
Iinches of water (in. H, O) 0.2491 Kilopascals (kPa)
Pounds/square in. {Ib/in.2) 6.895 Kilopascals (kPa)
Multiply Energy or Work By To get equivalent number of:
British Thermal Unit (Btu) 1055 Joules {J)

Foot-pound (ft-Ib) 1.3558 Joules (J)

kilowatt-hour (KW-hr) 3’63(_)2’2010650r Joules (J = one W/s)
Multiply Light By To get equivalent number of:

Foot candle (ic) 1.0764 Lumens/meter?(im/m?

Multiply Fuel Performance By To get equivalent number of:

Miles/gal (mile/gal) 0.4251 Kilometers/liter (km/L)
Gallons/mile (gal/mile) ' 2.3527 Liter/kilometer (L/km)

Multiply Velocity By To get equivalent number of:

Miles/hour (mile/hr) 1.6093 Kilometers/hour (km/hr)

Multiply Length By To _get equivalent number of:

inch (in.) 254 Millimeters (mm)
Foot (it) 0.3048 Meters (m)
Yard (vd) 0.9144 Meters (m)
Mile (mile) 1.609 Kilometers {km)
Multiply Area By To get equivalent number of:
Inch?(in.2) 6452 Millimeters?(mm?)
Inch¥(in.2) 6.45 Centimeters(cm?)
Foot(it?) ~0.0929 Meters}(m?)
Yard?(yd?) 0.8361 Meters3(m?)

Multiply Volume By To _get equivalent number of:
Inch®(in.?) 16387 Millimeters*(mm?)
inch3(in.3) 16.387 Centimeters’(cm?)
Inch’(in.3) 0.0164 Liters (L)

Quart (qt) 0.9464 Liters (L)
_Gallon {gal) 3.785 Liters (L)
Yard3(yd?) 0.7646 Meters®(m?)
Multiply Mass By To get equivalent number of:
Pound (Ib) 0.4536 Kilograms (kg)
Ton (ton) 907.18 Kilograms (kg)
Ton {ton) 0.907 Tonne (1)
Multiply Force By To get equivalent number of:
Kilogram (kqg) 9.807 Newtons (N)
Ounce (0z) 0.2780 Newtons (N)
Pound {(Ib) 4.448 Newtons (N)
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WIRE SIZING

CONDUCTOR SIZES FOR 3% DROP IN VOLTAGE

Length of Conductor from Source of Current to Device and Back to Source — Feet

| 10 | 15 I 20 I 25 | 30 | 40 | 50 ’ 60 l 70 | 80 | 90 |100|110|120|130|140|150|160|170
Total
Circuit
Current
in AMPS 12 Volts — 3% Drop Wire Sizes (gauge) — Based on Minimum CM Area
5 18 16 14 12 12 10 10 10 8 8 8 6 6 6 6 6 6 6 6
10 14 12 10 10 10 8 6 6 6 6 4 4 4 4 2 2 2 2 2
15 12 10 10 8 8 6 6 6 4 4 2 2 2 2 2 1 1 1 1
20 10 10 8 6 6 6 4 4 2 2 2 2 1 1 1 0 0 0 20
25 0 8 6 6 6 4 4 2 2 2 1 1 0 0 0 20 20 20 300
30 10 8 6 6 4 4 2 2 1 1 0 0 0 20 20 30 30 30 30
40 8 6 6 4 4 2 2 1 0 0 20 2/0 30 30 3/0 4/0 40 40 40
50 6 6 4 4 2 2 1 0 2/0 2/0 3/0 30 40 40 40
60 6 4 4 2 2 1 0 20 30 30 40 40 410
70 6 4 2 2 1 0 20 30 30 40 40
80 6 4 2 2 1 0 30 30 40 40
90 4 2 2 1 0 20 30 40 40
100 4 2 2 1 0 20 30 40
24 Volts — 3% Drop Wire Sizes (gauge) — Based on Minimum CM Area
5 18 18 18 16 16 4 12 12 12 10 10 10 10 10 8 8 8 8 8
10 18 16 14 12 12 10 10 10 8 8 8 6 6 6 6 6 6 6 6
15 16 14 12 12 10 10 8 8 6 6 6 6 6 4 4 4 4 4 2
20 14 12 10 10 10 8 6 6 6 6 4 4 4 4 2 2 2 2 2
25 12 12 10 10 38 6 6 6 4 4 4 4 2 2 2 2 2 2 1
30 12 10 10 8 8 6 6 4 4 4 2 2 2 2 2 1 1 1 1
40 10 10 8 6 6 6 4 4 2 2 2 2 1 1 1 0 0 0 2/
50 10 8 6 6 6 4 4 2 2 2 1 1 0 0 0 20 20 20 30
60 10 8 6 6 4 4 2 2 1 1 0 0 0 20 20 30 30 30 30
70 8 6 6 4 4 2 2 1 1 0 0 20 20 30 30 30 30 4/0 40
80 8 6 6 4 4 2 2 1 0 0 20 20 30 30 30 40 40 40 40
90 8 6 4 4 2 2 1 0 0 2/0 20 30 30 40 40 40 4/0 40
100 6 6 4 4 2 2 1 0 2/0 2/0 30 30 40 40 40
CONDUCTOR SIZES FOR 10% DROP IN VOLTAGE
Length of Conductor from Source of Current to Device and Back to Source - Feet
10 | 15 |20 |25 |3o |4o |50 |60 | 70 lso |90 |100 !110 |120 ]130 |14o |150 |160 | 170
Total
Circuit
Current
in AMPS 12 Volts — 10% Drop Wire Sizes (gauge) — Based on Minimum CM Area
5 18 18 8 18 18 16 16 14 14 14 12 2 12 12 12 10 10 10 10
10 18 18 16 16 14 14 12 12 10 10 10 10 8 8 8 8 8 8 6
15 18 16 14 14 12 12 10 10 8 8 8 8 8 6 6 6 6 6 6
20 16 14 14 12 12 10 10 8 8 8 6 6 6 6 6 6 4 4 4
25 16 14 12 12 10 10 8 8 6 6 6 6 6 4 4 4 4 4 2
30 14 12 12 10 10 8 8 6 6 6 6 4 4 4 4 2 2 2 2
40 14 12 10 10 8 8 6 6 6 4 4 4 2 2 2 2 2 2 2
50 12 10 10 8 8 6 6 4 4 4 2 2 2 2 2 1 1 1 1
60 12 10 8 8 6 6 4 4 2 2 2 2 2 1 1 1 0 0 0
70 10 8 8 6 6 6 4 2 2 2 2 1 1 1 0 0 0 2/0 20
80 10 8 8 6 6 4 4 2 2 2 1 1 0 0 0 2/00 2/0 20 200
90 10 8 6 6 6 4 2 2 2 1 1 0 0 0 20 20 2/0 30 30
100 10 8 6 6 4 4 2 2 1 1 0 0 0 20 20 20 30 30 30
24 Volts — 10% Drop Wire Sizes (gauge) — Based on Minimum CM Area
5 18 18 18 18 18 18 18 18 16 16 16 16 14 14 14 14 14 14 12
10 18 18 18 18 18 16 16 14 14 14 12 1212 12 12 10 10 10 10
15 18 18 18 16 16 14 14 12 12 12 10 10 10 10 10 8 8 8 8
20 18 18 16 16 14 14 12 12 10 10 10 10 8 8 8 8 8 8 6
25 18 16 16 14 14 12 12 10 10 10 8 8 8 8 8 6 6 6 6
30 18 16 14 14 12 12 10 10 8 8 8 8 8 6 6 6 6 6 6
40 16 14 14 12 12 10 10 8 8 8 6 6 6 6 6 6 4 4 4
50 16 14 12 12 10 10 8 8 6 6 6 6 6 4 4 4 4 4 2
60 14 12 12 10 10 8 8 6 6 6 6 4 4 4 4 2 2 2 2
70 14 12 10 10 8 8 6 6. 6 6 4 4 4 2 2 2 2 2 2
80 14 12 10 10 8 8 6 6 6 4 4 4 2 2 2 2 2 2 2
90 12 10 10 8 8 6 6 6 4 4 4 2 2 2 2 2 2 1 1
100 12 10 10 8 8 6 6 4 4 4 2 2 2 2 2 1 1 1 1

Courtesy American Boat & Yacht Council, Inc.
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